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                        Instructions and information
   for the KA-1212 brake/suppressor ass’y
    (For Saiga-12 shotgun with M22x.75 threaded barrel)

The KA-1212 unit is a precision-machined 12-port brake/suppressor designed to improve the performance of most standard 12ga shotguns.  The unit is compatible with most pump, single-shot, or semi-automatic systems and can usually be installed with a minimum amount of tools and effort.  
The brake/suppressor hybrid is designed to provide several performance improvements; 
(1) reduction of recoil, (2) reduction of muzzleflash, (3) redirection of muzzleflash away from sights, (4) more consistent patterning.  By diverting blast laterally from behind the escaping slug/shot wad, there is less effect on the shot column or slug once it achieves free-flight after leaving the brake.  KA will not be held responsible for any damages/loss resulting from the use of the KA-1212 in breaching/ contact applications as it is a hazardous activity for which the KA-1212 is not designed for.
          Installation Instructions for KA-1212 brake/suppressor for Saiga-12
Note: Read the entire instructions before proceeding.  There is useful information throughout this guide and it is helpful to know all aspects of the installation procedure before starting the installation.

1.  First and foremost, ensure that the firearm is unloaded.  Any repairs/modifications performed on a firearm require that the utmost safety precautions are taken.  If possible, the barrel should be removed from the shotgun entirely.

2.  Remove the thread protector from the muzzle.  Loosen/remove setscrew from KA-1212.
3.  For models that have had the muzzle shortened slightly by the importer, install only the attachment, do not use the jam nut.  For models that have the full length thread, thread the jam nut completely onto the barrel before proceeding.  The jam nut is not a necessary part but may be used if desired.

4.  Thread the KA-1212 onto the muzzle as far as possible.  Back the attachment out up to a ½ turn to align the ports (setscrew will be at 6 or 12 o’clock).

5.  Tighten setscrew slightly, just enough to keep the KA-1212 from rotating but not enough to damage the muzzle threading.  On installations with the jam nut, you can now back the jam nut out and tighten it against the collar of the KA-1212 to lock the attachment in place.

 6.  Carefully look through the side ports to confirm that there is no appreciable gap (gap should be <.015”) between the muzzle of the barrel and the shoulder on the inside of the KA-1212.  If there is a gap greater than .015”, remove the KA-1212 and repeat the installation procedure.  If there is still a gap, contact us for assistance and do not use the firearm.  Large gaps may cause the shot-shell wads to catch and obstruct the bore which could result in injury, damage, or death.
7.  At this point the firearm may be test-fired.  The report of the shotgun will sound different and may be louder, but should be consistent.  If you notice any change in the sound of the report from shot to shot, unload the shotgun, remove the bolt/carrier, and inspect for obstruction or other abnormalities before proceeding.  If properly installed, the performance of the shotgun should improve.  Inspection by a qualified gunsmith is advisable if there are any negative changes in the performance or patterning of the shotgun.  After the first 25 rounds, recheck the brake/suppressor for tightness and fit.  It is advisable to recheck the fit every 250 rounds thereafter.  Use caution if you plan to remove/reinstall the brake/suppressor to ensure that it is properly installed every time.
8.  When cleaning the shotgun barrel, be sure to run the bore brush and patches through the brake/ suppressor as well.  The brake/suppressor rapidly burns off remaining propellants when fired which reduces muzzle flash, but also causes the interior of the brake/suppressor and its ports to occasionally develop deposits of soot, lead, and plastic due to the rapid heating and cooling of the escaping gases/debris and the close fit of the brake/suppressor to the passing slug/wad.  Failure to keep the brake/suppressor reasonably clean can result in reduced performance and possible damage to shotgun or even injury/death to the user.  Although the brake/suppressor is designed to clear itself of excessive soot/debris, due to variations in propellants and ammunition, some brands of shells may cause more buildup than others so manual cleaning is recommended after every outing or 250 rounds, whichever comes first.  A .22-.25 caliber bore brush is very helpful in cleaning soot and fouling out of the ports.  For serious fouling from heavy duty use there is a bronze tool available from King Armory for stripping fouling buildup from the ports which makes cleaning the ports easier.  The brake/suppressor may be cleaned with any regular bore cleaner and bore brush.
                 Questions or Comments?

If you need to contact us for anything we can be reached at 520-450-0678 from 8AM-7PM MST from Mon-Sat or by email at tech@kingarmory.com.  This product is warrantied against manufacturing defects for life, if it fails for any reason, contact us for a RO# and ship it directly back to us for prompt replacement.  Thank you for your business and for supporting American jobs and technology.
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